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TECHNICAL DATASHEET

 
       

  

 

Article: Style 681-1  Article no.: 40290018 

Setting (Thr/cm): 6,2/5,9 

Weave: Plain 

Finish: loomstate / corona treatment 
 

Construction: Warp Weft 
 
Yarn material 1) :

 
Dyneema® SK 75 + Carbon 3 K   

(3D:2C:2D:1C) 

Dyneema® SK 75 + Carbon 3 K   

(3D:2C:2D:1C) 

 Yarn number 1): 150 + 200 tex 150 + 200 tex 

 

Technical Data:  Unit Target +/- Tolerance 

 Fibre density 1)  3) Warp g/cm
3
 0,97/n.G. +/- 0,05/n.G. 

 Weft g/cm
3
 0,97/n.G. +/- 0,05/n.G. 

 Linear density 1) Warp tex 150/200 +/- 8/10 

 Weft tex 150/200 +/- 8/10 

 Twist 1) Warp T/m  +/-  

 Weft T/m  +/-  

 Setting Warp Thr./cm 6,2 +/- 0,5 

 Weft Thr./cm 5,9 +/- 0,5 

 Weave   Plain   

      

 Weight  g/m2 210 +/- 10 

      

 Dry weight  g/m2 210 +/- 10 

      

 Moisture content  % 0,5 +/- max. 

      

 Thickness 
2)

  mm 0,46 +/- 0,05 

      

 Width  cm as ordered +/- 1 

      

      

      

 
1) = n.G. = depending on order and yarn specification 3) = no measure, certified by  supplier 
2) = approximate value, not for release 

  

Remarks:

 

 

   Prelimary Specification 

   Preliminary targets describe a limited production period. Final targets will be defined as soon as expressive statistics of mea- 

   surement values are existing. Internal release is based on final targets. A new datasheet will be issued and distributed with regard  

   to our revision service. Modifications of preliminary targets are not justified by a change of the product but by statistical  

   concerns. 
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