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Epoxy GFK-Rundstäbe geschliffen h9

Pultrudierte Glasfaser-Rundstäbe mit Epoxydharz-
Matrix in höchster Qualität und Festigkeit mit ei-
nem Faservolumenanteil von 70%.
Speziell geeignet als Flächenverbinder und vieles
mehr, wo höchste dynamische Festigkeit erwünscht
ist.
Die EP-GFK Rundstäbe sind nachträglich im Ofen
getempert und Centerless geschliffen h9.

Technische Daten: Epoxy GFK-Rundstäbe geschliffen h9

Spezifisches Gewicht ASTM D792 2.00 g/cm3

Wasserabsorption ISO 62 0.04 %

Fasergewichtsanteil ISO 1172 70 %

Glasübergangstemperatur DSC methode 120°C

Zugfestigkeit ASTM D3916 900 MPa

E-Modul Zug ASTM D3916 42 GPa

Biegefestigkeit ASTM D4476 950 MPa

E-Modul Biegeversuch ASTM D4476 43 GPa

Druckfestigkeit ASTM D695 450 MPa

Dielektrizität ASTM D149 8.0 kV/mm

Durchmessertoleranz ISO h9

Uebrige Toleranzen +/- 10%

Bemerkung: Centerless geschliffen h9, nachträglich im Ofen getempert.
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Epoxy rods polished h9

Glass fiber round bars with epoxy resin matrix in
highest quality and firmness with a fiber percenta-
ge by weight of 70%. Particularly suitably as sur-
face links and much more besides, where highest
dynamic firmness is desired.
Glass fiber round bars is later in the furnace anne-
aled and Centerless polished h9.

Technical data: Epoxy rod polisher h9

Specific Gravity ASTM D792 2.00 g/cm3

Water Absorption ISO 62 0.04 %

Glass content by weight ISO 1172 70 %

Glass trasition temperature DSC method 120°C

Tensile Strength ASTM D3916 900 MPa

Tensile Modulus ASTM D3916 42 GPa

Flexural Strength ASTM D4476 950 MPa

Flexural Modulus ASTM D4476 43 GPa

Compressive Strength ASTM D695 450 MPa

Dielektrizität ASTM D149 8.0 kV/mm

Diameter tolerance ISO h9

Tolerances on the mean Value +/- 10%

Remark: Centerless polished h9, later in the furnace annealed.


