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swiss-composite Flash Tape 76666

Hochtemperatur Klebebänder Rubans adhésifs haute température High temperature adhesive  tape

K7666 Hochtemperatur-Klebebänder zum Abdecken, Abkleben von Bagging-Film, mit grosser mecha-
nischer und chemischer Beständigkeit.  
Produktebeschrieb: Polyesterfi lm 80my, beschichtet mit blauem Silikon-Klebstoff. 
Primäre Nutzung oder Anwendung: Im Bereich Composite-Verarbeitung 
Physikalische Eigenschaften: Polyester / Silikon-Type
Farbe: blau
Dehnbarbeit: 90%
Schälkraft: 3.0 N/cm
Zugfestigkeit: 35 N/cm
Haltbarkeit: theoretisch 12 Monate
Temperaturbeständigkeit: < 204°C 

K7666 Rubans Adhésifs haute température. Rubans adhésifs de protection, de masquage, de raccorde-
ment et de jointage. Très bonnes résistance chimique et mécaniques. 
Description du produit: un fi lm polyester 80my, enduit avec une silicone adhesife 
L‘utilisation primaire ou l‘application: application composites
Propriétés physiques:  Polyester / Type de siliconebleu 
Couleur: blue
Ductilité: 90%
Vigueur Peel: 3.0 N/cm
Résistance à la traction: 35 N/cm
Durabilité: théoriquement 12 mois 
Résistance à la température: < 204°C

K7666 High temperature adhesive tape for the covering and masking of bagging fi lm, with considerable me-
chanical and chemical resistance. 
Product Description: a Polyester fi lm 80my, coated with a blue silicone adhesife
Primary Use or Application: composite application
Physical Properties i.e.: polyester silicone type
Color: blue
Elongation: 90%
Peel strength: 3.0 N/cm
Tensile strength: 35 N/cm
Shelf life:  12 theorical months
Max. Temp.: < 204°C



 

 

 

 

 

 

 

 

 

 

 

DESCRIPTION 

Composite Process Materials - +33 478 868 500 - www.diatex.com 

 

CHARACTERISTICS 

RTM 
Vacuum 

moulding 

Infusion 

moulding 

 

 

K7666

 
Flash tape 204°C 

K7666 is manufactured from polyester film, coated with high performance silicone adhesive. This tape 

can be used in a range of applications including  vacuum moulding or vacuum infusion, in oven or 

autoclave.  

K7666 has good chemical resistance and resists attack from many reagents, even at elevated 

temperatures, up to 204°C. Remove easily after cure. 

K7666 pressure sensitive tapes are used for multi-purpose functions:  holding down vacuum bagging 

materials, thermocouple wires, masking-off, protection. 

Backing 

material 
Color Widths Length Adhesive type Max temp. 

Polyester  Blue 
13,25,50 & 

100 mm 
66 m Silicone 204°C 

 

Backing thickness Total thickness 
Adhesive 

thickness 
Tensile strength Elongation 

25 µ 
63 µ 38 µ 44 N/cm² 100 % 

80 µ 55 µ 35 N/cm² 90 % 

 

STORAGE 

Keep this fabric at room temperature and normal hygrometry. 
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